


Ahmad, M. and M. Haghighi (2012). Mineralogy and petrophysical evaluation of Roseneath and Murteree shale formations, Cooper Basin, Australia using QEMSCAN and CT-scanning. SPE Asia Pacific Oil and Gas Conference and Exhibition 2012: Providing a Bright Future, Perth, WA.


Atashbari, V. and M. Tingay (2012). Pore pressure prediction in a carbonate reservoir. SPE Oil and Gas India Conference and Exhibition 2012 - Further, Deeper, Tougher: The Quest Continues... Mumbai, India.


Barrett, E., I. Abbasy, et al. (2012). Direct averaging estimates of separate zone production in gas wells based on pressure and temperature profiles. SPE Asia Pacific Oil and Gas Conference and Exhibition 2012: Providing a Bright Future, Perth, WA.


Greig, A., M. Cheong, et al. (2012). Investigation into the effect of electrode angle on
force production of a Dielectric Barrier Discharge plasma actuator. 50th AIAA Aerospace Sciences Meeting Including the New Horizons Forum and Aerospace Exposition, Nashville, TN.


Applications and Industrial Electronics, Kota Kinabalu, Malaysia.


Kumeria, T., M. D. Kurkuri, et al. (2012). "Label-free reflectometric interference microchip biosensor based on nanoporous alumina for detection of circulating tumour


Liu, J., B. Wang, et al. (2012). "Magnetic silica spheres with large nanopores for nucleic


Oak, M. and A. V. Swamy (2012). "Myopia or strategic behavior? Indian regimes and
the East India Company in late eighteenth century India." Explorations in Economic History 49(3): 352-366.


silica nanoparticles."


Rankine, D., A. Avellaneda, et al. (2012). "Control of framework interpenetration for in
situ modified hydroxyl functionalised IRMOFs." Chemical Communications 48(83): 10328-10330.


Richardson, A. C., T. C. Foo, et al. (2012). A microstructured optical fiber sensor for ion-sensing based on the photoinduced electron transfer effect. 3rd Asia Pacific Optical Sensors Conference, Sydney, NSW.


Special Publication. **367**: 91-110.


